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Introduction

 
Shrieve's SHR 2000 Series solvents are premium quality ISO and normal paraffin Gas-To-
Liquids Technology. Their unique synthetic composition, with low aromatic and naphthenic
content, offers enhanced performance over conventional solvents in many applications while
providing reduced environmental impact through better biodegradability, lower ecotoxicity,
and lower ozone formation potential through lower photochemical reactivity. These high
purity solvents are synthesized from methane gas which contain low amounts of impurities
such as sulphur, olefins and polycyclic aromatics. SHR 2000 series solvents are virtually
odorless due to their low aromatic and naphthenic content.  

 
 
Typical properties

 
 
 Method Unit SHR

2190
SHR
2215

SHR
2250

SHR
2270

SHR
2310

Appearance ASTM
D4176  Pass Pass Pass Pass Pass

Specific Gravity at
15°C

ASTM
D4052  0.754 0.767 0.775 0.784 0.80

Color ASTM D156 Saybolt +30 +30 +30 +30 +30
Distillation, IBP ASTM D86 °C 185 218 253 274 310

Distillation, FBP  °C 215 247 270 305 355

Vapor Pressure at
20°C Calculated kPa 0.03 <0.01 <0.01 <0.01 <0.01

Vapor Pressure at
50°C Calculated kPa 0.30 0.06 <0.01 <0.01 <0.01

Flash Point ASTM D93 °C 64 85 110 130 160
Auto Ignition
Temperature ASTM E659 °C >200 >200 >200 >200 >200

Electrical Conductivity ASTM
D4308 pS/m <1 <1 <1 <1 <1

Aniline Point ASTM D611 °C 82 87 92 97 105
Pour Point ASTM D97 °C -50 -36 -27 -18 -6

Cloud Point ASTM
D2500 °C -50 -36 -26 -13 -3

Surface Tension Du Nouy
Ring mN/m 26 28 27 29 29

Viscosity at 25°C ASTM D445 mm2/s 1.6 2.2 3.2 4.7 9.2

Viscosity at 40°C ASTM D445 mm2/s 1.3 1.7 2.3 3.3 5.9

 
Note: Typical properties given do not constitute a supply specification
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Further Information

 
Please visit our website at www.shrieve.com or for further information on our complete range
of products, including Health and Safety data, please contact us at info@shrieve.com or any
of the following international locations:

 
 
 
North America HQ
Texas, USA
Toll Free (800) 367-4226
Tel +1 281 367 4226

South America
Campinas, Brazil
Tel +55 19 3203 7191

EMEA
Kent, UK
Tel +44 1732 520600

Asia Pacific
Shanghai, China
Tel +86 21 63598215/6/7

 
 
The information/data in this publication is presented in good faith and believed to be accurate. However, none of the
Shrieve Group of companies makes any representations or warranties as to the completeness or accuracy thereof. In no
event shall any of the Shrieve Group of companies be responsible for damages of any nature resulting from the use of
or reliance upon the information/data contained herein or use of the products described herein.
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